






Type Indication 

N H 4 0 0 PW - N CV F L 

� 
Discharge bore 
40mm 

Parts List 

Motor output 
0 0.37kW 
1 0.75kW 
2 1.5kW 
3 2.2kW 
5 3.7kW 

�
I 

Na 
1. Bracket
2. Self-priming chambers

2-1. Flange
2-2. Telescopic piece
2-3. Filter
2-4. Drain cap
2-5. Filler cap
2-6. Thrust pad

3. Rear casing
3-1. Spindle
3-2. Rear thrust pad

4. Impeller
4-1. Mouth ring

5. Magnet capsule
6. Bearing
7. Gasket
8. 0. Rings

I Xi- r
I series name I � Connection 
PW-N : GFRPP V : FKM method 
PW-N-K : CFRPVDF  

C : Carbon G : BS Thread 
F : High density carbon N : NPT Thread

I 
Impeller I 
L: SG=1.1 

M: SG=1.3 
I
Fre:iency I 
5: 50Hz 
6: 60Hz 

N H-400/401 /402/403/405PW-N N H-400/401 /402/403/405PW-N-K 
CV I CE FV 

FC200 FC200 

GFRPP CFRPVDF 

99.5% Alumina ceramic 99.5% Alumina ceramic 
GFRPP CFR ETFE 

99.5% Alumina ceramic 99.5% Alumina ceramic 
99.5% Alumina ceramic 99.5% Alumina ceramic 

GFRPP CFR ETFE 
Rulon LD Rulon LD 
GFRPP CFR ETFE 
Carbon High density carbon 

FKM I EPDM FKM 
FKM I EPDM FKM 

                                                   E : EPDM F : Flange 





Performance curve ( for reference ) 
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NH-400PW-N 50Hz Rated revolution : 2,860 r.p.m. 
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NH-401 PW-N 50Hz Rated revolution : 2,860 r.p.m. 
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NH-402PW-N 50Hz Rated revolution : 2,860 r.p.m. 
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NH-403PW-N 50Hz Rated revolution : 2,860 r.p.m. 
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NH-400PW-N 60Hz Rated revolution : 3,440 r.p.m. 
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NH-401 PW-N 60Hz Rated revolution : 3,440 r.p.m. 
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NH-402PW-N 60Hz Rated revolution : 3,440 r.p.m. 
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Note: In case of performance of PW-N-K, they are totally same performance curves of above PW-N. 





PAN WORLD CO LTD 

1097-18, MITSUKAIDO YAMADA-CHO 

JYOUSOU-SHI, IBARAKI-KEN, JAPAN 

TEL : (81) 2972 3 5560 

FAX : (81) 2972 3 5561 

Email : aricomx@mx5.nisiq.net 

http : www.panworld-jp.com 

PAN WORLD GROUP OF COMPANIES 

Pan World Co., Ltd. (Japan) 

TPW, Hong Yuan Co., Ltd. (Taiwan) 

ISO 9001 Certified 

Jen Fu Technology Inc. (Taiwan) 

Dong Nam Engineering

PW Co., Ltd. (Korea) 

Shenzhen Rongchao Industry Co., Ltd. 

(Guangzhou, China) 

Shinfu Mechanical Co., Ltd. (China)

Pan World Rep. Office (U. S. A) 

Magnetic Panworld Pumps Trading ( Philippines ) 

 

Specifications are subjected to changes without prior notice. 
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